
Produktinfo Tilbakeslagsventil, ED-tetning

Produktgruppe 260

Type L-kropp

Gjengetype BSP

Materiale Syrefast

Standard DIN 2353 / ISO 8434-1

Produsent Walterscheid

* Oppgitt nominelt trykk er for Walform. For profilring:
22-42 mm: 16,0 MPa

RHZ.. .LR-ED KROPP WAL SYREFAST
6123-XX-SW

Artikkelnr. Type Rørdim. (mm) Gjenge Annen info MPa

61230603SW L-kropp 6 mm 1/8" BSP RHZ 06 LR-ED 1/8" KROPP WAL SF 40,0

61230805SW L-kropp 8 mm 1/4" BSP RHZ 08 LR-ED 1/4" KROPP WAL SF 40,0

61231005SW L-kropp 10 mm 1/4" BSP RHZ 10 LR-ED 1/4" KROPP WAL SF 40,0

61231207SW L-kropp 12 mm 3/8" BSP RHZ 12 LR-ED 3/8" KROPP WAL SF 40,0

61231509SW L-kropp 15 1/2" BSP RHZ 15 LR-ED 1/2" KROPP WAL SF 40,0

61231809SW L-kropp 18 mm 1/2" BSP RHZ 18 LR-ED 1/2" KROPP WAL SF 40,0

61232213SW L-kropp 22 mm 3/4" BSP RHZ 22 LR-ED 3/4" KROPP WAL SF 25,0*

61232817SW L-kropp 28 mm 1" BSP RHZ 28 LR-ED 1" KROPP WAL SF 25,0*

61233521SW L-kropp 35 mm 1 1/4" BSP RHZ 35 LR-ED 1 1/4" KROPP WAL SF 25,0*

61234225SW L-kropp 42 mm 1 1 /2" BSP RHZ 42 LR-ED 1 1/2" KROPP WAL SF 25,0*
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