Straight male fittings

L,
P-GEV ... RK Ls
P-GEV ... RK-1.4571
P-GEV ... MK
P-GEV ... MK-1.4571
» Tapered studs, type C according to E
DIN 3852-2, with Whitworth thread
« Tapered studs, type C according to
DIN 3852-1, with metric thread
WALPRO
stainless steel
WALPRO P-GEV ...-
P-GEV ... 1.4571*
Tube kg/
PN outer 100
Series bar (psi) diameter Model pc. R-M L, Ls | i S, S, Art. no. Art. no.
4 S-GEV 4 LLRK 1.4 R 1/8 taper 255 20 16 8 10 10 WAL038218 WAL604569
L (1&050) 5 S-GEV 6 LLRK 16 RiBtaper 260 20 145 8 11 12 WAL038220  WAL0G0989
8 S-GEV 8 LLRK 1.8 R 1/8 taper 280 22 165 8 12 14 WAL038221 WAL370813
6 P-GEV6 L/R1/4K 3.4 R 1/4 taper 345 27 20 12 14 14 WAL373003  WAL620527
8 P-GEV 8 LRK 3.7 R 1/4 taper 345 27 20 12 14 17 WAL373004 WAL620492
8 P-GEV8L/R3/8K 49 R 3/8 taper 345 27 20 12 17 17 WAL373005 WAL620539
10 P-GEV 10 LRK 48 R 1/4 taper 355 28 21 12 17 19 WAL373006 WAL620131
L (2356026) 10 P-GEV 10L/R 3/8 K 5.4 R 3/8 taper 355 28 21 12 17 19 WAL373007 WAL620132
12 P-GEV12L/R1/4K 5.7 R 1/4 taper 365 29 22 12 19 22 WAL373008 WAL620350
12 P-GEV 12 LRK 6.1 R 3/8 taper 365 29 22 12 19 22 WAL373009 WAL620354
12 P-GEV12L/R1/2K 78 R 1/2 taper 385 31 24 14 22 22 WAL373010 WAL620553
15 P-GEV 15 LRK 10.2 R 1/2 taper 400 32 25 14 24 27 WAL373011 WAL620357
S-GEV 4 LLMK 1.4 M 8 x 1 taper 255 20 16 8 10 10 WAL038230 WAL617077
LL (1104050) S-GEV 6 LLMK 1.6 M10x1taper 26.0 20 145 8 " 12 WAL038232 WAL616303
S-GEV 8 LLMK 1.8 M10x1taper 28.0 22 165 8 12 14 WAL038233 WAL616304
8 P-GEV 8 LMK 3.5 M 12 x1.5taper 345 27 20 12 14 17 WAL373016 WAL620514
10 P-GEV 10 LMK 47 M14x15taper 355 28 21 12 17 19 WAL373018 WAL621151
L (2356026) 10 P-GEVIOL/M16x15K 5.1 M16x15tper 3556 28 21 12 17 19  WAL373019  WALG620859
12 P-GEV 12 LMK 5.9 M 16 x 1.5 taper 365 29 22 12 19 22 WAL373020 WAL620916
12 P-GEV12L/M18x1.5K 6.5 M 18 x 1.5 taper 36,5 29 22 12 19 22 WAL373021 WAL620917

A Caution: The pressure specifications refer to the steel version. For the stainless steel version (1.4571), please refer to the pressure specifications on page B5.
*Complete stainless steel fittings (1.4571) with silver-plated nut (AG/AGP), see price list

L,= approximate dimension if the union nut is tightened

Special parts are available on request.
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GES ... RK

GES ... RK-1.4571

Straight male studs

GES ... MK /g”
GES ... MK-1.4571 %/ g\\
)
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S,
System nuts for supplementing the stud
(for technical data, see part D of this catalog)
Stud WALFORM
Stainless stainless
steel steel
Stud GES ... WALRING WALFORM WE-M ...
GES ... -1.4571* W-R...VI WEF-M ... VI VI-1.4571*
Tube
PN outer kg/
~ bar diameter 100
Series (psi) (@ ext.) Model pc. R-M Art. no. Art. no. Art. no. Art. no. Art. no.
4 GES 4 LLRK 0.8 R 1/8 taper WAL037505 WAL604568
L (1&050) 5 GES 6 LLRK 10 R1/Btaper WAL037507  WALO060990
8 GES 8 LLRK 1.0 R 1/8 taper WAL037508 WAL061563
6 GESG6L/R1/4K 2.0 R 1/4 taper WAL037509 WAL372345 WAL624607 WAL625940 WAL625980
8 GES 8 LRK 2.0 R 1/4 taper WALO037510 WAL604014 WAL624608 WAL625941 WAL625981
8 GES8L/R3/8K 3.0 R 3/8 taper WALO037511 WAL605046 WAL624608 WAL625941 WAL625981
10 GES 10 LRK 24 R 1/4 taper WAL037512 WAL060086 WAL624609 WAL625942 WAL625982
L (2356026) 10 GES10L/R3/8K 29 R 3/8 taper WAL037513  WAL060988 WAL624609 WAL625942 WAL625982
12 GES12L/R1/4K 3.0 R 1/4 taper WALO037514 WAL372151 WAL624610 WAL625943 WAL625983
12 GES 12 LRK 3.4 R 3/8 taper WAL037515  WAL372295 WAL624610 WAL625943 WAL625983
12 GES 12L/R1/2K 49 R 1/2 taper WALO037516 WAL374441 WAL624610 WAL625943 WAL625983
15 GES 15 LRK 5.4 R 1/2 taper WAL028100 WAL068952 WAL624611 WAL625944 WAL625984
4 GES 4 LLMK 0.6 M8 x 1 taper WALO037517 WAL617315
LL (1104050> 6 GES 6 LLMK 08  M10xitaper  WALO37519  WAL617316
8 GES 8 LLMK 1.0 M 10 x 1 taper WAL037520 WALO061370
8 GES 8 LMK 1.7 M12x1.5taper ~WAL037522 WAL604888 WAL624608 WAL625941 WAL625981
10 GES 10 LMK 23 M14x15taper WAL037524 WAL617319 WAL624609 WAL625942 WAL625982
L (2356026) 10 GES10L/M16x15K 27 M 16 x 1.5 taper ~WAL037525 WAL617320 WAL624609 WAL625942 WAL625982
12 GES 12 LMK 29 M 16 x 1.5 taper ~ WAL037526 WAL617321 WAL624610 WAL625943 WAL625983
12 GES12L/M18x15K 47 M18x 1.5 taper ~WAL037527 WAL617322 'WAL624610 WAL625943 WAL625983

A Caution: The pressure specifications refer to the steel version. For the stainless steel version (1.4571), please refer to the pressure specifications on page B5.

Special parts are available on request.
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