Straight male fittings

P-GEV ...R
P-GEV ... R-1.4571

¢ Inch studs type B
to DIN EN ISO 1179-4

L,

Ls

o O -
WALPRO
stainless
steel
WALPRO P-GEV ...-
P-GEV ... 1.4571*
DIN-I1S0O 228
PN Tube kg/ (R...,DIN
bar outer 100 259)
Series (psi)  diameter Model pc. G L, Ls | i d S, S, Art.no. Art. no.
4 S-GEV 4 LLR 18 G1/8A 19 135 95 8 14 14 10 WAL038272 WAL604717
LL (1&050) 6 S-GEV6 LLR 19 G1/8A 195 135 8 8 14 14 12 WAL038274 WAL061402
8 S-GEV 8 LLR 2.3 G1/8A 205 145 9 8 14 14 14  WAL038275 WAL068993
6 P-GEV 6 LR 25 G1/8A 23 155 85 14 14 14 14 WAL373056 WAL620004
6 P-GEVG6 L/R1/4 41 G1/4 A 245 17 10 12 18 19 14 WAL373057 WAL620140
6 P-GEV 6 L/R 3/8 6.0 G3/8A 26 185 M5 12 22 22 14  WAL602638 WAL620269
8 P-GEV 8 LR 45 G1/4A 25 17 10 12 18 19 17  WAL373058 WAL620005
8 P-GEV8L/R1/8 3.3 G1/8A 24 165 95 8 14 14 17  WAL604871 WAL620633
8 P-GEV 8 L/R 3/8 6.0 G3/8A 26 185 M5 12 22 22 17  WAL373059 WAL620174
8 P-GEV8L/R1/2 7.1 G1/2A 165 19 12 14 26 27 17 WAL374844 WAL620312
10 P-GEV10L/R 47 G1/4 A 26 18 N 12 18 19 19 WAL373060 WAL620006
400 10 P-GEV10L/R3/8 6.0 G3/8A 27 195 125 12 22 22 19 WAL373061 WAL620003
(5801) 10 P-GEV10L/R1/2 76 G1/2A 2715 20 13 14 26 27 19 WAL373062 WAL620230
12 P-GEV12L/R1/4 6.0 G1/4A 27 19 12 12 18 19 22 WAL373063 WAL620198
L 12 P-GEV12LR 6.3 G3/8A 27 195 125 12 22 22 22 WAL373064 WAL620007
12 P-GEV12L/R1/2 95 G1/2A 28 20 13 14 26 27 22 WAL373065 WAL620148
15 P-GEV15L/R 3/8 9.3 G3/8A 285 205 135 12 22 24 27 WAL373066 WAL620191
15 P-GEV15LR 16.5 G1/2A 29 21 14 14 26 27 27 WAL373067 WAL620008
15 P-GEV 15 L/R 3/4 9.3 G3/4A 30 22 15 16 32 32 27 WAL602629 WAL620861
18 P-GEV 18 LR 12.9 G1/2A 31 22 145 14 26 27 32 WAL373068 WAL620009
18 P-GEV 18 LR 3/4 18.0 G3/4A 31 22 145 16 32 32 32 WAL374919 WAL620471
22 P-GEV 22 LR 17.6 G3/4A 33 24 165 16 32 32 36 WAL373069 WAL620010
22 P-GEV 22 LR 1/2 17.5 G1/2A 33 24 165 14 26 32 36 WAL373845 WAL620469
250 28 P-GEV 28 LR 24.7 G1A 34 25 175 18 39 41 41 WAL373070 WAL620011
(3626) 28 P-GEV 28 LR 3/4 25.0 G3/4A 34 25 175 16 32 41 41 WAL374846 WALG620788
35 P-GEV 35 LR 40.7 G11/4A 39 28 175 20 49 50 50 WAL373071 WAL620012
42 P-GEV 42 LR 456 G11/2A 42 30 19 22 55 55 60 WAL373072 WAL620013

A\ Caution: The pressure specifications refer to the steel version. For the stainless steel version (1.4571), please refer to the pressure specifications on page B5.
*Complete stainless steel fittings (1.4571) with silver-plated nut (AG/AGP), see price list
L,= approximate dimension if the union nut is tightened

Special parts are available on request.
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Straight male studs

GES...R Ls
GES ... R-1.4571 i |

System nuts for supplementing the stud
(for technical data, see part D of this catalog)

Stud WALFORM
Stainless steel stainless steel
Stud GES ... WALRING WALFORM WE-M ...
GES ... -1.4571* W-R...VI WE-M ... VI VI-1.4571*
DIN-1S0 228
Tube kg/ (R..., DIN
PN outer 100 259)
Series bar (psi) diameter Model pc. G Art. no. Art. no. Art. no. Art. no. Art. no.
4 GES 4 LLR 11 G1/8A WALO037559 WAL604716
LL (1104050) 6 GES 6 LLR 11 G1/8A WAL037561  WAL061403
8 GES 8 LLR 1.2 G1/8A WAL037562 WAL024261
6 GES6LR 1.4 G1/8A WAL037563 WAL025478 WAL624607 WAL625940 WAL625980
6 GES6L/R1/4 29 G1/4A WAL037564 WAL061091 WAL624607 WAL625940 WAL625980
6 GES6L/R3/8 9.1 G3/8A WAL027584 WAL617364 WAL624607 WAL625940 WAL625980
8 GES8LR 2.7 G1/4 A WAL037565 WAL025479 WAL624608 WAL625941 WAL625981
8 GES8L/R1/8 17 G1/8A WAL604870 WAL024537 WAL624608 WAL625941 WAL625981
8 GES8L/R3/8 44 G3/8A WAL037566 WAL024175 WAL624608 WAL625941 WAL625981
8 GES8L/R1/2 73 G1/2A WAL062578 WAL066137 WAL624608 WAL625941 WAL625981
10 GES10L/R 29 G1/4A WAL037567 WAL025480 \WAL624609 WAL625942 WAL625982
400 10 GES10L/R3/8 4.4 G3/8A WAL037568 WAL024995 WAL624609 WAL625942 WAL625982
(5801) 10 GES10L/R1/2 71 G1/2A WAL028087 WAL066688 \WAL624609 WAL625942 WAL625982
12 GES12L/R1/4 33 G1/4 A WAL037569 WAL024611  WAL624610 WAL625943 WAL625983
L 12 GES 12 LR 43 G3/8A WAL037570 WAL025481 WAL624610 WAL625943 WAL625983
12 GES12L/R1/2 67 G1/2A WAL037571  WAL024613 WAL624610 WAL625943 WAL625983
15 GES15L/R3/8 5.1 G3/8A WAL028669 WAL066617 WAL624611 WAL625944 WAL625984
15 GES 15LR 6.7 G1/2A WAL037572 WAL025482 WAL624611 WAL625944 WAL625984
15 GES15L/R3/4 116 G3/4A WAL028698 WAL613153 WAL624611 WAL625944 WAL625984
18 GES 18 LR 71 G1/2A WAL037573 WAL025483 WAL624612 WAL625945 WAL625985
18 GES18L/R3/4 111 G3/4A WAL028701 WAL604521 WAL624612 WAL625945 WAL625985
22 GES 22 LR 10.2 G3/4A WAL037574 WAL025484 WAL624613 WAL625946 WAL625986
22 GES22L/R1/2 87 G1/2A WAL025257 WAL604504 WAL624613 WAL625946 WAL625986
250 28 GES 28 LR 16.8 G1A WAL037575 WAL025485 WAL624614 WAL625947 WAL625987
(3626) 28 GES28L/R3/4 143 G3/4A WAL060071 WAL615377 WAL624614 WAL625947 WAL625987
35 GES 35LR 276 G11/4A WAL037576 WAL025486 WAL624615 WAL625948 WAL625988
42 GES 42 LR 35.2 G11/2A WALO037577 WAL025487 WAL624616 WAL625949 WAL625939

A\ Caution: The pressure specifications refer to the steel version. For the stainless steel version (1.4571), please refer to the pressure specifications on page B5.

Special parts are available on request.
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